lamn’s’ Architectural Series Fire Extinguisher Cabinets
Submittal and Detail Sheet

PROJECT: LOCATION:
MODEL NUMBER: QUANTITY:
ARCHITECT: CONTRACTOR:
DATE: DISTRIBUTOR:
SPECIFICATIONS:

All recessed and semi-recessed cabinets and surface-mounted steel cabinets have a heavy gauge, white baked enamel box. Surface-mounted
cabinets with aluminum doer and trim have a box constructed entirely of clear or color anodized aluminum. Surface-mounted cabinets with
stainless steel door and trim have a box constructed entirely of 304 stainless steel with a #4 finish.

Steel and stainless steel cabinets have a full 12" thick hollow metal heavy gauge door. Trims and doors feature one piece construction with satin
finish pull handle, continuous matching hinge, and self-adjusting roller catch. Baked white enamel finish is standard for steel units. Stainless
steel cabinets have a #4 finish, 304 stainless steel.

Aluminum cabinet doors and trims are extruded or fabricated aluminum with clear satin anodized finish. Aluminum door is 2" thick with satin
finish matching pull handle and hinge. Color anodized finishes are available as options.

STEP 1: Select cabinet model number from the dimensions on page 2 and indicate on the top of this sheet. To specify aluminum trim and door,
use the prefix, "AL" before the model number. To specify stainless steel trim and door, use the prefix, "S$" before the model number. Note:
Rough opening dimensions are larger for fire-rated cabinets. Please refer to separate Fire-Rated Cabinet Submittal and Detail Sheet.
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1 Trimless cabinets must be installed before the drywall because their plaster stops must be behind the drywall.

Trimless cabinets are not recommended for block wall installation.
* See back of this sheet or attached sheet for Recessed Handle (required only for 4" return trims when ADA wall projection compliance is
necessary)
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CABINET DIMENSIONS - ARCHITECTURAL SERIES

ide Trim o Recommended
Modsl Trim Style and Inside Box Dimensions Ig::t?seiom" Rough Opening™ Extinguisher
Wumbar Frojestion Height Width | Depth |  Height Width Height Width Depth Capachty
1,
__ 2409-R1 Rec. 5/16" 24 9 5 27%" 3" 25" 10%" 5%" MPZ'PMz,fs_A
—_2409-5R SemiRec. 14" 24" o o 27%° 13" 25" 10%" g DE2Y. DOS
" 2409-R3 Semi-Rec. 214" 240 84" 5" 27%" 13" 25" 10%" 3 Frots fre
__ 2409-R2 Rec. 5/16" 24 o & 27" 13" 25" 10%" 6"
—_2409-R7 Semi-Rec. 14" 24° o 6" 27%" 13" 25" 10%" 5 MP2%, MP5
—2409-6R Semi-Rec. 24 24 o 6" 275" 13" 25" 10%" & MP5-A,
—2409-R4 Semi-Rec. 34" 240 9% 6" 275" 13 25" 10%" 3 DC2%, DC5
— 2409-RM Semi-Rec. 44" 24° 9" & 27%" 13" 25 10%" 2 MP8, MP10
—_2409-RT Trimless 24 ou 6" - - t t 6" DC6, DC10, CO5
" 2409-S5M Surface Mounted 27%" 13 6" 27%" 13" o o = HT2%, HTS
T 2400-RA Semi-Rec. 47 24 o 8" 274" 13" 25 10%" 2y
* Depth is 4%" when supplied with aluminum door and trim. The AL2408-5R has a 1%" square trim.
__27T12R Rec. 516" 27 12* 8 30%" 151" 28 13 BY" ——
—2712-RK Semi-Rec. 1%4" 2r 12" 8" 30" 15%" 28" 13 7% ’
—2712-RL Semi-Rec. 24" ar 1z & 30%" 155 28* 13 6 PW2Y4, MP20
__2712-RM Semi-Rec. 44" 27 12° 8" 0%" 15%" 28" 13 ry DC20, CD10
__2712-RT Trimless 2r 12 8 < t t t 84" WC-BL
—2712-5M Surface Mounted 30%" 151" 8" 0% 15%" - - - HT11, HT15%
_27T12-RA Semi-Rec. 4" 27 12" a 30%" 15%" 28" 13" 43" WC24, WM234
__2720-R Rec. 51167 27 20" 8" 30%" 23%" 28" 21" 81" Two Each of the listed:
—_2720-RK Semi-Rec. 1%" 27 20" 8" 30%" 23%" 28 21" 74" g
—2720-RL Semi-Rec. 24" 27 20" 8" 30" 23%" 28" 21 g PWZ%, MP10
—2720-RM Semi-Rec. 414" 27 20" g 301" 23%" 28" 21 4 DC10, MP20
~2720-RT Trimless 27 20" & . - t t 8y DC20, CD5,010
—_2720-5M Surface Mounted 304" 23%" 8w 300" 23%" - . . WC-BL, HT11, HT15%
2720-RA Semi-Rec. 47 2r 20" g" bl 23" 28" 21" 4147 WG 2%, WM2%:
__3012-R Rec. 5116 30" ” g" 331" 154 3" 13 8u"
" 3012-RK Semi-Rec. 14" 30" iz -y 334" 151" 3" 12 7Y
—_3012-RL Semi-Rec. 2% 0" 1z g 33" 15%" A" 12" 6" J——
—_3012-RM Semi-Rec. 4%" 30 12 g 33%" 1544 3 13 ry iy
—3012-RT Trimless a0 12 g S . t 1 8"
—_3012-SM Surface Mounted 33%" 15%" By 330" 15%" . - -
—_3012-RA Semi-Rec. 4" 30" 124 g aan" 151" 3 17 4
__3612R Rec. 516" 36" 12° 8 39" 15%" ar 13 au" Same as 2712
—_3B12-RK Semi-Rec. 14" 36" 12° 8 393" 151" ar 13" 7Y
3612-RL Semi-Rec. 214" 36" 12 8" 3% 154" ar 13" 6" .
—3812-RM Semi-Rec. 414" 36" 12 g g 15%" ar 13" & FB 361 2.0PTION:
T 3812RT Trimiess 36" 12 g . . t t 81"
3612-5M SufaceMounted |  39%" 15 | ewe | sew 15%* : : 4 E]r:"'g,';‘f‘m
—_3612-RA Semi-Rec. 4" 36" 12 & 30%" 15%" 37 13 au
__3216R Rec. 5HE" 32" 16" & 35%" 19%" 33 7 au"
—_3216-RK Semi-Rec. 14" ar 16" S 35%" 19%" 33 Ta 73 PW2%5. MP20
— 3216-RL Semi-Rec, 214" 32° 16" g 35%" 19%" 33 17 8" e GO0
—_3216-RM Semi-Rec. 412" 32° 16" g 35%" 19%" 33 17 ry o
— 3216-RT Trimless 3z 16" g . - + t BY" - ;
—_3216-SM Surface Mounted a5%" 195" BY" 36%° 19%" : - s WM2%%, WMC2%
T 3216-RA Semi-Rec. 4" 32° 16" 8 a5y 191" 33 17 a4y

1 Trimless cabinets must be installed before the drywall because their plaster stops must be behind the drywall.

Trimless cabinets are not recommended for block wall installation
** Deduct %" from HXW dimensions for cabinets with aluminum trim.
=+ Rough openings are larger for fire-rated cabinets. Please refer to Fire-rated Extinguisher Cabinet Submittal and Detail Sheet.

NOTE: Semi-tecessed and surface-mounted cabinel compliance with ADA wall projection guidelines depends on several location and installation issues.

Please refer to hitp:/iwww.larsensmfg.com

[0 OPTIONAL "FIRE" HANDLE

Optional die cast “Fire”
Handle is available at
additional cost
Natural finish is
standard. Optional
finishes are red, black,
and white.

[] standard

A
[] Red

[] Black

[ whnite

[0 OPTIONAL RECESSED HANDLE

Optional recessed handle is available at

additional cost for Solid, H-Duo or V-Duo

Doors. Larsen-Loc® is also available with
The recessed handle

recessed handle.

must be specified with 4" projecting trims in

order for the cabinet to comply with ADA

wall projection guidelines.

wath Solid Door

Recessed Handle

Recessed Handle
with V-Duo Door
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